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                    TYPE II SLURRY SEAL SAND REQ'D (6")
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WHEELER FARM TO VINE STREET

HYDRO SEED REQ'D

EROSION CONTROL BLANKET REQ'D (ON 2:1 SLOPE) 

CUT SLOPE 20:1, FILL VARIES 2:1 TO 3:1 

 

                                 HYDRO SEED REQ'D

 CUT SLOPE 2% TO 3:1, FILL SLOPE 3:1

          WITH PRIVACY SLATS REQ'D

7 TO 8  FT HIGH CHAINLINK FENCE 
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WITH PRIVACY SLATS REQ'D

7  FT HIGH CHAINLINK FENCE 

MURRAY CANAL TRAIL
LOOKING NORTH

                                                         HYDRO SEED REQ'D

EROSION CONTROL BLANKET REQ'D (ON 2:1 SLOPE)

    (OR FLATTER TO TIE IN TO TOP OF EMBANKMENT)

                                    CUT 20:1, FILL VARIES 2:1 TO 3:1

HYDRO SEED REQ'D

CUT 20:1, FILL SLOPE 3:1 

TRAIL WIDTH

TRAIL WIDTH

JORDAN AND SALT LAKE CANAL

JORDAN AND SALT LAKE CANAL

VINE STREET TO FOUNTAIN BLUE DRIVE


